
Model TZ09

Optimized for inlets 48” to 72” above grade, the 

Tri-Vent® Series TZ09 delivers a first year ROI.  

Proven in all climates, the No-Tools, Zero-Bypass, 

Made-In-USA Series TZ09 protects equipment 

while providing safe and easy maintenance.  

Simplify construction, eliminate ladders, and 

reduce power usage with the Tri-Vent® TZ09.

Tri-Vent® Series TZ09
Side Outlet Intake Filter Silencer

Options

•	 Custom fittings  •  Special coatings  •  FDA/USDA standards

•	 Stainless Steel  •  RAL Color Matching

Standard Features

•	 Zero-Bypass Design  •  Reduced Power Consumption  •  Powder Coated 

•	 One-Year Return on Investment  •  30-50% Less Restriction  •  Light Weight  

•	 No-Tools Element Changes  •  Enduralast® Synthetic Media 

	

Shown with available Series DK® Freeze 

Discouragement Discharge-air Knife

Noise Attenuation
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TZ09RI E045776 E047936 6 27 20 42 2500 105

TZ09RJ E045776 E047936 8 27 20 42 3300 110

TZ09RK E045776 E047936 10 27 20 42 4250 115

TZ09RL E045776 E047936 12 27 20 42 6500 125

TZ09RL E045777 E047937 12 36 25 48 8250 140

TZ09RM E045777 E047937 14 36 25 48 12,000 150

TZ09RN E045777 E047937 16 36 25 48 15,000 160

TZ09RS E045777 E047937 18 36 25 48 18,000 170

Model #

Enduralast® Element Number

Ultra Synthetic, 
99.97% efficient

@ 1-μ (nom)

Hi-Flow Synthetic,
98% efficient

@ 10-μ (nom)
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Flow
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(LBS)

Dimensions
ANSI 
FLG
Size


